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Installation and information for fitting TWF 
iron door lever/levers in black or pewter

INFORMATION:

The nature of the casting method and hand-built production of the iron door lever/levers will require some pre-installation thought.

Once cast the component parts are too brittle to drill or tap threads, the castings are placed into annealing ovens which are heated to nearly 
1,000°c, to make the components malleable for production.

For 70mm door leaf's we supply the door levers with an optimal size spindle, xing screws and springs (Should the spindle be too long, 
when the screws are tightened, the spindle will bottom out in the levers, and they will not return to the correct position). 

The door leaf is 70mm, each half of the door lever for the 8mm spindle, could be inserted into the backplate by around 20mm 
(70mm + 20mm + 20mm = 110mm 8mm long spindle).

How to install:

1: Due to the nature of the casting process, before tting the door handles, please check how far the spindle will go into each half of the 
door handles.

2: Should the 8mm hole in the lever allow the spindle to go in 21mm per side, this would be the optimal size to t the spindle and allow 
the grub screw in the lever to tighten onto the spindle giving 1mm clearance in each half of the door levers. 

Although the door levers are supplied pre-oiled around the grub screw and where the lever attaches to the backplate, we would highly 
recommend taking out the grub screw and oiling down the thread and oiling the outside and inside of the lever to backplate location, this 

will protect the door handle from rusting. 
When tted the door handles should then work freely on the springs and return to the correct position.

3: Should the 8mm hole in the lever allow the spindle to only go in 19mm per side, please cut the spindle to allow 1mm per side clearance 
as in point 2 above (70mm + 19mm + 19mm = 108mm). 

Please ensure the cut end of the spindle is oiled and placed in the inner half of the door handle to reduce any chance of rusting. 
When tted the door handles should then work freely on the springs and return to the correct position.

4: Please note that the monkey tail levers and the twisted grip levers do not have the grub screw locking facility.
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